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LEGEND

PORTLAND CEMENT CONCRETE PAVEMENT, 10 (JOINTED)

AGGREGATE SHOULDERS TYPE B, 8"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F“”, N90, 2"

¢ 1-25 STABILIZED SUB-BASE, HOT-MIX ASPHALT, 4 172
SUB-BASE GRANULAR MATERIAL, TYPE B, 12" & VARIES

} VARIES 32'-8" TO 33'-8” VARIES 33'-11” T0 32'-3" ) COMBINATION CONCRETE CURB AND GUTTER B6.24
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HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N70, 10 1/2” (IN 5 LIFTS)

- FLAG AS CALLED
- FOR ON PLANS AGGREGATE BASE COURSE TYPE B, 6"
e GEOTECHNICAL FABRIC FOR GROUND STABILIZATIONY_ FAID FOR AS

- AGGREGATE
COMPACTED LIMESTONE SCREENINGS (FA 5, 27 PATH, 8"
STEEL PLATE BEAM GUARD RAIL, TYPE A
NOT USED

1L-25

NOT USED

STA 283+50.00 STA 285+60.00
LEVELING BINDER (MACHINE METHOD), N70 (3/4" MINIMUM)

COMBINATION CONCRETE CURB AND GUTTER B6.12

CONCRETE MEDIAN, TYPE SB (SPEC)

BICYCLE RAILING

HOT MIX ASPHALT SURFACE COURSE, MIX "C", N50, 2"

HOT MIX ASPHALT BINDER COURSE, IL-19.0 N50, 6 1/2” (IN 3 LIFTS)
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SAW CUTS
HOT-MIX ASPHALT SHOULDER, 6" (IN 2 LIFTS)
¢ IL-25
POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “D”, N50C, 1 1/2”
i 3308 3003 POLYMERIZED LEVELING BINDER (MACHINE METHOD) IL-4.75, N5C, 1 1/2"
} i PORTLAND CEMENT CONCRETE PAVEMENT, 9"
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e ‘ STRUCTURAL DESIGN TRAFFIC: YEAR 2020
7 PV = 30,100 SU = 2450 MU = 2450
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" ROALVSTREET CLASSIFICATION: CLASS 1
PERCENT OF STRUCTURAL DESIGN TRAFFIC IN DESIGN LANE:
1IL-25
= % = 45% - 457,
STA 285+60.00 STA 288+00.00 P= 32 s= B e 2
TRAFFIC DATA: ACTUAL TF = __18.56
MINIMUM TF = __6.03
SUBGRADE SUPPORT RATING:
SSR = POOR
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